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Processor
Intel® Celeron® M 1.0 GHz

Memory
1024MB DDR-SDRAM

Display
12.1” SVGA (800 x 600)
Color Active Matrix TFT 256K Colors
4-wire Resistive Touch Screen
450 nit
Polysilicon Display

Graphics / Sound
Up to 32MB UMA 

Storage 
Compact Flash up to 64 GB

Ports
4 x USB 2.0
1 x Ethernet 10/100

Environmental
Operating Temperature: -30°C (-22°F) to 55°C (131°F)
Storage Temperature: -35°C (-31°F) to 75°C (167°F)
Sealing: IP-65 
Humidity: 10 - 95 % RH
Vibration: 5-500 Hz/4.5 g-rms 3 hours XYZ 
Shock: 30 g for 11 milliseconds
Meets or exceeds MIL-STD-810F

Operating Systems
Windows® XP Professional
Windows® XP Embedded
Windows Vista®

Linux
 

Power Supply
18-72 VDC
10 W Standby / 25 W Operating, max 30W
UPS: Internal battery for 20 minutes power

Integrated Wireless Options
Bluetooth® 2.0 + EDR, Class 1
WLAN 802.11 b/g 
2 External Antennas (SMA for WLAN Diversity)

Dimensions
12.0” (w) x 9.5” (h) x 2.3” (d)  [305mm x 240mm x 59mm]
7.7 lbs  [3.5 kg]
Aluminum powder coated enclosure

Warranty
1 year limited warranty
Extended warranty available

Regulatory Approvals
IEC 60529
Safety: UL94, Class VO
FCC Part 15 subpart C, Part 15 subpart B
CE
ISO7637-2 (2004)
EN 12895 (2000)
EN 55022 (1998) + A1(2000) + A2(2003)
EN 61000-6-2 (2001)
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